
V
al

id
ity

: 0
7.

07
.2

02
6/

 E
Xs

pe
ct

 2
91

_D
at

as
he

et
_e

n_
26

08
14

EXspect 291 NIR 90°-scattered light sensor
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» Compact design with integrated amplifier
» Nephelometric measurement according to DIN EN

27027 and ISO 7027
» Durable sapphire window
» Hygienic Design, CIP/SIP-capable
» No user calibration required
» LED light source guarantees a durable and stable signal
» Easy parameterisation via display or software EXpert

EXspect 291 is a high-precision NIR compact sensor for monitoring production processes in the food and
pharmaceutical industries as well as in many other areas of process application, which can be optimally
adapted to the respective measuring task. It is well suited for processes with very low turbidity, e.g. in water
or in breweries for measurements after the filter.

Specifications

Measuring range max.: 0...200 FNU / 0...200
NTU / 0...50 EBC

Resolution: 0,01 FNU / 0,01 NTU
Accuracy: ≤ ± 1 FNU / NTU
Reproducibility: ± 0,5 NTU / NTU (under

same process
conditions)

Light source: LED
Material: Stainless steel 1.4435

(316L)
Surface: Ra <0,37 μm
Window: Sapphire
Supply voltage: 24 V DC
Contact: NO or NC configurable

150 mA
Input contact: zeroing
Process connection: Varivent N (DN40-125)
Process temperature: -10... 90 °C, 135 °C

max. 1 hour (SIP cycle)
Process pressure: max. 16 bar (232 psi)
Electrical connection: M12 connector 5-pin or

8-pin (digital
parameterisable)

Interfaces: 4 ... 20 mA
Protection class: IP69

Typical Measurements
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Order code
Code Measuring range Delivery time

A 0...200 FNU / 0...200 NTU / 0...50 EBC 3 Weeks

Code Material (wetted parts) Delivery time

4435 Stainless steel 1.4435 / 316L 3 Weeks

Code Sealing material (wetted sealings) Delivery time

MET Without elastomer sealing 3 Weeks

Code Process connection Delivery time

VRN Varivent N DN40-125 3 Weeks

Code Interface Delivery time

AS Analogue 4...20 mA / M12 5-pin 3 Weeks

AD Analogue 4...20 mA/digital interface/M12 8-pin 3 Weeks

Code Display Delivery time

1 With integrated display 3 Weeks


